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Select:

«1/0 modules—Some modules have field-side diagnostics, electronic fusing, or
individually isolated inputs/outputs

« A remote terminal block (RTB) or wiring system for each 1/0 module

Select:

« An EtherNet/IP communication module for Integrated Motion

« Associated cables

«Select drives, motors, and accessories (use the Motion Analyzer software)

Select:

+ Networks

« Communication modules

« Associated cables and network equipment

« Sufficient modules and cables if you are planning a redundant system

Select a controller:

»Standard ControlLogix controller

+ Redundant ControlLogix controller

« Safety GuardLogix controller

« Extreme environment ControlLogix controller
«Standard Armor ControlLogix controller

« Safety Armor GuardLogix controller

Select:
« Achassis with sufficient slots
« Slotfillers for empty slots

Select:
« One power supply for each chassis, if you are using standard power supplies
« A power supply bundle if you are planning a redundant power supply system
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ControlLogix I/0 Modules

The ControlLogix architecture provides a wide range of input and output modules to span many applications, from high-
speed digital to process control. The ControllLogix architecture uses a Producer/Consumer model so that input information
and output status can be shared among multiple controllers.

Each ControlLogix I/O module mounts in a ControllLogix chassis and requires a removable terminal block (RTB) or a 1492
interface module (IFM) to connect all field-side wiring. RTBs and IFMs are not included with the I/O modules. They must be

ordered separately.

For detailed specifications, see 1756 ControlLogix I/O Modules Specifications Technical Data, publication 1756-TD002.

AC Digital Input Modules

(at. No. Inputs/Outputs Voltage Category Operating Voltage Range Removable Terminal Block
1756-1A8D 8 diagnostic inputs 120V AC 79.. 132V AC 1756-TBNH
(4 points/group) 1756-TBSH
1756-1A16 16inputs 120V AC 74.. 13V AC 1756-TBNH
(8 points/group) 1756-TBSH
1756-I1A16l 16 individually isolated inputs 120V AC 74.. 132V AC 1756-TBCH
1756-TBS6H
1756-1A32 32inputs 120V AC 74.. 132V AC 1756-TBCH
(16 points/group) 1756-TBS6H
1756-IM161 16 individually isolated inputs 240V AC 159...265V AC 1756-TBCH
1756-TBS6H
1756-IN16 16inputs 24V AC 10...30V AC 1756-TBNH
(8 paints/group) 1756-TBSH

AC Digital Output Modules

Cat. No. Inputs/Outputs Voltage Category Operating Voltage Range Removable Terminal Block
1756-0A8 8 outputs 120/240V AC 79...265V AC 1756-TBNH
(4 points/group) 1756-TBSH
1756-0A8D 8 diagnostic, electronically fused 120V AC 74.. 13V AC 1756-TBNH
outputs 1756-TBSH
(4 points/group)
1756-0A8E 8 electronically fused outputs 120V AC 74.. 13V AC 1756-TBNH
(4 points/group) 1756-TBSH
1756-0A16 16 mechanically fused/group outputs | 120/240V AC 74. .. 265V AC 1756-TBNH
(8 points/group) 1756-TBSH
1756-0A16l 16 individually isolated outputs 120/240V AC 74...265V AC 1756-TBCH
1756-TBS6H
1756-0N8 8 outputs 24V AC 10...30V AC, current > 50 mA 1756-TBNH
(4 points/group) 16...30V AG, current < 50 mA 1756-TBSH
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DC Digital Input Modules

Cat. No. Inputs/Outputs Voltage Category Operating Voltage Range Removable Terminal Block
1756-1B16 16inputs 12/24V DCsink 10...31.2vDC 1756-TBNH
(8 points/group) 1756-TBSH
1756-1B16D 16 diagnostic inputs 12/24V DCsink 10...30v DC 1756-TBCH
(4 points/group) 1756-TBS6H
1756-1B16l 16 individually isolated inputs 12/24V DC sink/source 10...30V DC 1756-TBCH
1756-TBS6H
1756-1B161IF 16 high-speed, individually isolated | 12/24V DCsink/source 10...30v DC 1756-TBCH
inputs 1756-TBS6H
1756-1B16IS0E 16individually isolated, sequence of | 24/48V DCsink/source 10...55vDC 1756-TBCH
events inputs 1756-TBS6H
1756-1B32 32inputs 12/24V DCsink 10...31.2vVDC 1756-TBCH
(16 points/group) 1756-TBS6H
1756-IC16 16 inputs 48V DCsink 30...55V DC@60 °C (140 °F) 1756-TBNH
(8 points/group) 30...60VDC@55°C(131°F) 1756-TBSH
1756-1G16 16inputs 5V DCTTL source (Low = True) 45...55VDC 1756-TBNH
(8 points/group) 1756-TBSH
1756-1H16! 16 individually isolated inputs 125V DCsink/source 90...146V DC 1756-TBCH
1756-TBS6H
1756-IH161S0E T6individually isolated, sequence of | 125V DCsink/source 90...140v DC 1756-TBCH
events inputs 1756-TBS6H
1756-1V16 16inputs 12/24V DCsource 10...30v DC 1756-TBNH
(8 points/group) 1756-TBSH
1756-1V32 32inputs 12/24V DCsource 10...30v DC 1756-TBCH
(16 points/group) 1756-TBS6H
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DC Digital Output Modules

Cat. No. Inputs/Outputs Voltage Category Operating Voltage Range Removable Terminal Block
1756-0B8 8 outputs 12/24V DC source 10...30V DC 1756-TBNH
1756-TBSH
1756-0B8El 8 electronically fused, individually | 12/24V DCsource 10...30v DC 1756-TBCH
isolated outputs 1756-TBS6H
1756-08B8| 8 individually isolated outputs 12/24V DCsource 10...30V DC 1756-TBCH
1756-TBS6H
1756-0B16D 16 diagnostic outputs 24V DCsource 19.2...30v DC 1756-TBCH
(8 points/group) 1756-TBS6H
1756-0B16E 16 electronically fused outputs 12/24V DCsource 10...31.2vDC 1756-TBNH
(8 points/group) 1756-TBSH
1756-0B16l 16 individually isolated outputs 12/24V DC sink/source 10...30v DC 1756-TBCH
1756-TBS6H
1756-0B16IEF 16high-speed, individually isolated, | 24V DC sink/source 10...30v DC 1756-TBCH
electronically-fused outputs 1756-TBS6H
1756-0B16IEFS 16 scheduled, high-speed, 24V DCsink/source 10...30v DC 1756-TBCH
individually isolated, 1756-TBS6H
electronically-fused outputs
1756-0B161S 16 individually isolated outputs 12/24V DCsink/source 10...30v DC 1756-TBCH
8 scheduled outputs 1756-TBS6H
1756-0832 32 outputs 12/24V DCsource 10...31.2vDC 1756-TBCH
(16 points/group) 1756-TBS6H
1756-0C8 8 outputs 48V DC source 30...60vDC 1756-TBNH
(4 points/group) 1756-TBSH
1756-0G16 16 (8 points/group) SVDCTTL source (Low=True) 45...55VDC 1756-TBNH
1756-TBSH
1756-0H8l 8 individually isolated outputs 120V DC 90...146V DC 1756-TBCH
1756-TBS6H
1756-0V16E 16 electronically fused outputs 12/24V DCsink 10...30v DC 1756-TBNH
(8 points/group) 1756-TBSH
1756-0V32E 32 electronically fused outputs 12/24V DCsink 10...30v DC 1756-TBCH
(16 points/group) 1756-TBS6H
Contact Output Modules
Cat. No. Inputs/Outputs Operating Voltage Range Removable Terminal Block
1756-0W 16l 16 normally open, individually isolated 5...125VDC 1756-TBCH
outputs 10...240V AC 1756-TBS6H
1756-0X8l 8 normally open 5...125DC 1756-TBCH
8 normally closed, individually isolated 10...240V AC 1756-TBS6H
outputs
(2 points/group)
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GuardLogix Controllers

A GuardLogix controller is a ControllLogix controller that also provides safety
control.

Application Description

SILT,2,3 The GuardLogix controller system is type-approved and certified for use in safety applications up to and including SIL 3 according to

IEC61508, and applications up to and including PLe/Cat.4 according to 1SO 13849-1. For more information, see the following:

« GuardLogix 5570 Controllers User Manual, publication 1756-UM022. Provides information on how to install, configure, and operate
GuardLogix 5570 Controllers in Studio 5000, Version 21 or later projects.

« GuardLogix 5570 Controller Systems Safety Reference Manual, publication 1756-RM099. Provides information on how to meet safety
application requirements for GuardLogix 5570 Controllers in Studio 5000, Version 21 or later projects.

The GuardLogix system is a dual controller solution. You must use a primary controller and a
safety partner to achieve SIL 3/PLe/Cat. 4.

Primary Controller Safety Partner
1756-L71S, 1756-L72S, 1756-L73S 1756-L75P
1756-L735XT 1756-L7SPXT

During development, safety and standard have the same rules, multiple programmers, online

editing, and forcing are all allowed. Once the project is tested and ready for final validation, you set the Safety Task to a SIL 3
integrity level, which the GuardlLogix controller enforces. When safety memory is locked and protected, the safety logic
cannot be modified and all safety functions operate with SIL 3 integrity. On the standard side of the GuardLogix controller, all
functions operate like a regular Logix controller.

Use Guard I/0™ modules for field device connectivity on Ethernet or DeviceNet networks, and for safety interlocking
between GuardlLogix controllers use Ethernet or ControlNet networks. Multiple GuardLogix controllers can share safety data
for zone to zone interlocking, or one GuardLogix controller can use remote distributed safety I/O between different cells/
areas.

The GuardLogix controller has the standard features of a ControlLogix controller and these safety-related features.

Feature 1756-LSP, 1756-L71S, 1756-L72S, 1756-L73S, 1756-L7SP, 1756-L735XT, 1756-L7SPXT

Safety communication options Standard and safety
« EtherNet/IP
« (ontrolNet
+ DeviceNet

Network connections, per network module « 256 EtherNet/IP; 128 TCP (1756-EN2x, 1756-EN3X)
« 128 EtherNet/IP; 64 TCP (1756-ENBT)

« 128 ControlNet (1756-CN2/B, 1756-CN2R/B)

« 64 DeviceNet (1756-DNB)

Controller redundancy Not supported

Safety Task Programming languages Relay ladder
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Accessories—Controllers

Memory Cards

Memory cards offer nonvolatile memory to store a user program and tag data on a controller. The ControllLogix L7 and
GuardlLogix L7 controllers ship with 1784-SD1 Secure Digital (SD) card installed. The memory card installs in a socket on the
controller. Through the Logix Designer application, you can manually trigger the controller to save to or load from nonvolatile
memory or configure the controller to load from nonvolatile memory on powerup.

Attribute

1784-SD1 1784-SD2

Memory

1GB 2GB

Supported controllers

1756 ControlLogix L7 and 1756 GuardLogix L7

Weight, approx

1.76 9 (0.062 07)

1756 Energy Storage Modules

Important: Energy storage modules apply to only ControlLogix 5570 controllers.

Instead of a battery, the ControlLogix and GuardlLogix controllers ship with a 1756-ESMCAP energy storage module (ESM)

installed.

(Cat No.

Description

1756-ESMCAP

(apacitor-based ESM included with the controller.

1756-ESMNSE

ESM without WallClockTime back-up power. Additionally, you can use this ESM only with a 1756-L73 (8 MB) or smaller memory-sized controller.
Use this ESM if your application requires that the installed ESM deplete its residual energy to 40 ) or less before transporting itinto or out of your application.

1756-ESMNRM

ESM that secures the controller by permanently preventing the USB connection and SD card use.
This ESM provides your application an enhanced degree of security.

The ControlLogix-XT extreme temperature controller ships with a 1756-ESMNCAPXT energy storage module installed.

(at No.

Description

1756-ESMCAPXT

(apacitor-based ESM included with the controller.

1756-ESMNSEXT

ESM without WallClockTime back-up power. Additionally, you can use this ESM only with a1756-L73XT (8 MB) or smaller memory-sized controller.
Use this ESM if your application requires that the installed ESM deplete its residual energy to 40 ) or less before transporting it into or out of your application.

1756-ESMNRMXT

ESM that secures the controller by permanently preventing the USB connection and SD card use.
This ESM provides your application an enhanced degree of security.

The 1756-L7SP safety partner for a GuardLogix system has the following modules available.

(at No.

Description

1756-SPESMNSE

(apacitor-based ESM for a GuardLogix safety partner.

1756-SPESMNRM

ESM for a GuardLogix safety partner that secures the safety partner by permanently preventing the USB connection and SD card use.
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ControlLogix Power Supplies

ControlLogix power supplies are used with the 1756 chassis to provide 1.2V, 3.3V, 5V, and 24V DC
power directly to the chassis backplane. Select from these configurations:

« Standard power supplies
« ControllLogix-XT power supplies
« Redundant power supplies

For detailed specifications, see the 1756 ControlLogix Power Supplies Specifications Technical
Data, publication 1756-TD005.

Standard Power Supplies

You mount a standard power supply directly on the left end of the chassis, where it plugs directly into the backplane.

(at. No. Description Voltage Category Operating Voltage Range Chassis

1756-PA72 Standard AC power supply 120V/220V AC 85...265V AC Standard, series A, and series B
1756-PA75 120V/220V AC 85...265V AC Standard, series B

1756-PB72 Standard DC power supply 24V DC 18...32vDC Standard, series A, and series B
1756-PB75 24V DC 18...32VDC Standard, series B

1756-P(75 48V DC 30...60VDC Standard, series B

1756-PH75 125VDC 90...143VDC Standard, series B

ControlLogix-XT Power Supplies

The ControlLogix-XT power supplies support extreme temperature environments.

(at. No. Description Voltage Category Operating Voltage Range Chassis
1756-PAXT ControlLogix-XT AC power supply | 85...265V AC 120/240V AC XT
1756-PBXT ControlLogix-XT DC power supply | 24V DC 18...32VDC XT
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Redundant Power Supplies

A redundant power supply system provides extra uptime protection for chassis that are used in critical applications. The
redundant power supplies funnel power through the chassis adapter to the ControlLogix series B chassis backplane. To build
a redundant power supply system, you need the following components.

(at. No. Amount | Description Voltage Category Operating Voltage Range Chassis

1756-PAR2 Kit Bundled system contains: 110V AC N/A Standard, series B
— Two1756-PA75R power supplies
- Two 1756-CPR2 cables

— One 1756-PSCA2 chassis adapter

1756-PAR2XT Kit Bundled system contains: 110V AC N/A
— Two1756-PAXTR power supplies
— Two 1756-CPR2 cables

— One 1756-PSCA2 chassis adapter

1756-PBR2 Kit Bundled system contains: 24V DC N/A
— Two 1756-PB75R power supples
— Two 1756-CPR2 cables

— One 1756-PSCA2 chassis adapter

1756-PBR2XT Kit Bundled system contains: 24V DC N/A
— Two 1756-PBXTR power supples
- Two 1756-CPR2 cables

— One 1756-PSCA2 chassis adapter

1756-PA75R/A or 2 Redundant AC power supply 120V/220V AC 85...256V AC
1756-PAXTR
1756-PB75R/A or 2 Redundant DC power supply 24VDC 19.2...32VDC
1756-PBXTR

Redundant power supply cable: N/A N/A
1756-CPR2 or 2 Connector angle = straight, length = 0.9 m (3 ft)
1756-CPR2D or Connector angle = down, length =0.91m (3 ft)
1756-CPR2U Connector angle = up, length =0.91m (3 ft)
1756-PSCA2 or 1 Redundant power supply chassis adapter

1756-PSCA2XT

Annunciatorwiring(”
(Maximum length = 10 m [32.8 t])

N

N/A (user-supplied)

(1) Optional user-supplied annunciator wiring can be connected to the solid-state relay input for status and troubleshooting purposes.
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		Printing Specification		YOUR DATA HERE		Instructions																																				NO

		(required) Publication Number:		1756-SG001U-EN-P		Sample: 2030-SP001B-EN-P																														11” x 17”				LOOSE -Loose Leaf		YES		Pre-sale / Marketing				TOP

		Use Legacy Number:		NO		YES or NO																														8.5” x 11”				PERFECT - Perfect Bound				A1				LEFT

		Legacy Number if applicable:				Sample Legacy Number: 0160-5.33																														8.375” x 10.875				SADDLE - Saddle Stitch				A2				RIGHT				CORNER

		Publication Title:		ControlLogix System Selection Guide		Sample: ElectroGuard Selling Brief
80 character limit - must match DocMan Title																														8.25” x 11” (RA product profile std)				PLASTCOIL - Plastic Coil (Coil Bound)				A4				BOTTOM				SIDE

		Used in Manufacturing:		NO		YES or NO - If Yes, must have Part No. listed below																														8.25” x 10.875”				STAPLED1 -1 position				A3

		Part Number:		NO		If SAP Part Number, be sure to enter PN- before the number																														7.385” x 9” (RSI Std)				STAPLED1B - bottom 1 position				A5

		(required) Category		D5		Select Print Category A,B,C or D from category list, on "Introduction_Category Types" tab																														6” x 4”				STAPLED2 - 2 positions				A6

		Paper Stock Color:		White		White is assumed.  For color options contact your vendor																														5.5” x 8.5” (half-size)				THERMAL - Thermal bound (Tape bound)				A7

		Ink Color:				One color assumes BLACK / 4 color assume CMYK / Indicate PMS number here																														4.75” x 7.75”				THERMALO - Thermal Bound (Tape bound - offline)				A8

		(required) Page Count of
Publication:		36		Total page count including cover. Enter PAGE count, not SHEET count																														4.75” x 7” (slightly smaller half-size)								A9

		(required) Finished Trim Size Width:		8.5” x 11”		This is sheet size, before folding																														4.25" x 5.50"								Post Sale / Technical Communication

		Fold:				Review key below. Leave blank if folded for saddle stitching																														4” x 6”								B1

		Finished Fold Size:				This is size after folding is completed																														3” x 5”								B2

		Binding/Stitching:		SADDLE - Saddle Stitch		Review key below																														9” x 12” (Folder)								B3						None

		Stitching Location:		SIDE		Blank, Corner or Side																														A4 (8 ¼” x 11 ¾”) (210 x 297 mm)								B4						Half or V or Single Fold

		Drill Hole (Yes/No):		YES		All drilled publications use the 5-hole standard, 5/16 inch-size hole and a minimum of ¼ inch from the inner page border.																														A5 (5.83” x 8.26”) (148 x 210 mm)								B5						C or Tri-Fold

		Number of Tabs Needed:		0		5 tab in stock at RR Donnelley																														36” x 24” Poster								Catalogs						DbleParll

		Number of Pages per Pad:				Average sheets of paper. 25, 50 75,100 Max																														24” x 36” Poster								C1						Sample

		Glue Location on Pad:				Glue location on pads																														18” x 24” Poster								C2						Short (must specify dimensions between folds in Comments)

		(required) Business Group:		Marketing Commercial		As entered in DocMan																																						JIT/POD						Z or Accordian Fold

		(required) Cost Center:		IA-19134		If your Business Unit is Marketing Commercial, add the appropriate division name after 19134 using the chart on the right. 
All other Business Units: Enter only the number as in DocMan, no description. 
Example - 19021		19134 - Commerc        19134 - OEM 
19134 - Compone        19134 - Power C
19134 - Global             19134 - Process      
19134 - IA                     19134 - Service 
19134 - IMC                  19134 - Safety       
19134 - Industr             19134 - Softwar
19134 - Mkt Dig            19134 - US Marke																																				D1						Microfold or French Fold - designate no. of folds in Comments - intended for single sheet only to be put in box for manufacturing

		Comments:																																										D2						Double Gate

						Folds
Half, V, Single                 C or Tri




Dble Parll




Z or Accordian                       Microfold or French





Double Gate

 


Short Fold		Saddle-Stitch Items 
All page quantities must be divisible by 4.
Note: Stitching is implied for Saddle-Stitch -
no need to specify in Stitching Location.
80 pgs max. on 20# (text and cover)
76 pgs max. on 20# (text) and 24# (cover)
72 pgs max. on 24# (text and cover)

Perfect Bound Items
940 pgs max. w/cover (90# index unless indicated otherwise)
70 pgs. min. for spine without words
200 pgs min. for spine with words 

Plastcoil Bound Items
530 pgs max. of 20# (if adding cover deduct equivalent number of pages to equal cover thickness) (90# index unless indicated otherwise)

Tape Bound Items
250 pgs max. on 20# no cover
240 pgs max. w/cover (90# index unless indicated otherwise)																																				D3
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																																												D8

																																												D9















Run Length (copies)

100 200 500 750 1,000 1500 2,000 3500 5000 _ 7.500 10,000
JIT JIT JIT JIT JIT JIT JIT JIT JIT JIT JIT
JIT JIT JIT JIT JIT JIT JIT JIT JIT JIT JIT
T T T T T T T T T JIT JIT
T T T T T T T T JIT 05 05
JIT JIT JIT JIT JIT JIT JIT JIT 05 05 05
JIT JIT JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 05 05 05 05 05 05
JIT JIT JIT 0S 0S 0S 0S 0S 0S












Run Length (copies)

100 200 500 750 1,000 1500 2,000 3500 5000 7,500 10,000
JIT JIT JIT JIT JIT JIT JIT JIT__ [ Either | 05 05
JIT JIT JIT JIT JIT Either | Either | 05 05 05
JIT JIT JIT JIT JIT 05 05 05 05 05
JIT JIT JIT__| Either | Either 05 05 05 05 05
JIT JIT__|[UEither | 0S 05 05 05 05 05 05
JIT__[Either | 05 05 05 05 05 05 05 05
JIT__| Either |05 05 05 05 05 05 05 05
JIT__| Either |05 05 05 05 05 05 05 05
JIT 05 05 05 05 05 05 05 05 05
JIT 05 05 05 05 05 05 05 05 05
JIT 05 05 05 05 05 05 05 05 05
JIT__[Either | 05 05 05 05 05 05 05 05
JIT__| Either |05 05 05 05 05 05 05 05
JIT 05 05 05 05 05 05 05 05 05
JIT 05 05 05 05 05 05 05 05 05
JIT 0S 0S 0S 0S 0S 0S RFQ 0S 0S
















































Narrow | Narrow
Panel | Panel













MBD000B0209.bin



MBD000B020B.bin



MBD000B020C.bin



MBD000B020A.bin



MBD000B0205.bin



MBD000B0207.bin



MBD000B0208.bin



MBD000B0206.bin



MBD000B0203.bin



MBD000B0204.bin




<<

  /ASCII85EncodePages false

  /AllowTransparency false

  /AutoPositionEPSFiles true

  /AutoRotatePages /All

  /Binding /Left

  /CalGrayProfile (Dot Gain 20%)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /sRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Error

  /CompatibilityLevel 1.6

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /PassThroughJPEGImages true

  /CreateJobTicket false

  /DefaultRenderingIntent /Default

  /DetectBlends true

  /DetectCurves 0.0000

  /ColorConversionStrategy /LeaveColorUnchanged

  /DoThumbnails false

  /EmbedAllFonts true

  /EmbedOpenType false

  /ParseICCProfilesInComments true

  /EmbedJobOptions true

  /DSCReportingLevel 0

  /EmitDSCWarnings false

  /EndPage -1

  /ImageMemory 1048576

  /LockDistillerParams true

  /MaxSubsetPct 1

  /Optimize true

  /OPM 1

  /ParseDSCComments false

  /ParseDSCCommentsForDocInfo true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo true

  /PreserveFlatness true

  /PreserveHalftoneInfo false

  /PreserveOPIComments false

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts false

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Remove

  /UsePrologue false

  /ColorSettingsFile ()

  /AlwaysEmbed [ true

  ]

  /NeverEmbed [ true

  ]

  /AntiAliasColorImages false

  /CropColorImages true

  /ColorImageMinResolution 300

  /ColorImageMinResolutionPolicy /OK

  /DownsampleColorImages true

  /ColorImageDownsampleType /Average

  /ColorImageResolution 300

  /ColorImageDepth -1

  /ColorImageMinDownsampleDepth 1

  /ColorImageDownsampleThreshold 2.00000

  /EncodeColorImages true

  /ColorImageFilter /DCTEncode

  /AutoFilterColorImages false

  /ColorImageAutoFilterStrategy /JPEG

  /ColorACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /ColorImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000ColorACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000ColorImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasGrayImages false

  /CropGrayImages true

  /GrayImageMinResolution 300

  /GrayImageMinResolutionPolicy /OK

  /DownsampleGrayImages true

  /GrayImageDownsampleType /Average

  /GrayImageResolution 300

  /GrayImageDepth -1

  /GrayImageMinDownsampleDepth 2

  /GrayImageDownsampleThreshold 2.00000

  /EncodeGrayImages true

  /GrayImageFilter /DCTEncode

  /AutoFilterGrayImages false

  /GrayImageAutoFilterStrategy /JPEG

  /GrayACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /GrayImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000GrayACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000GrayImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasMonoImages false

  /CropMonoImages true

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /DownsampleMonoImages true

  /MonoImageDownsampleType /Average

  /MonoImageResolution 1200

  /MonoImageDepth -1

  /MonoImageDownsampleThreshold 1.50000

  /EncodeMonoImages true

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageDict <<

    /K -1

  >>

  /AllowPSXObjects false

  /CheckCompliance [

    /None

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXTrimBoxToMediaBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXSetBleedBoxToMediaBox true

  /PDFXBleedBoxToTrimBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXOutputIntentProfile (None)

  /PDFXOutputConditionIdentifier ()

  /PDFXOutputCondition ()

  /PDFXRegistryName ()

  /PDFXTrapped /False



  /CreateJDFFile false

  /Description <<

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>

    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>

    /DAN <>

    /DEU <>

    /ESP <>

    /FRA <>

    /ITA <>

    /JPN <>

    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>

    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)

    /NOR <>

    /PTB <>

    /SUO <>

    /SVE <>

    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

  >>

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /ConvertColors /NoConversion

      /DestinationProfileName ()

      /DestinationProfileSelector /NA

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements false

      /GenerateStructure true

      /IncludeBookmarks false

      /IncludeHyperlinks false

      /IncludeInteractive false

      /IncludeLayers false

      /IncludeProfiles true

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /NA

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /LeaveUntagged

      /UseDocumentBleed false

    >>

  ]

>> setdistillerparams

<<

  /HWResolution [2400 2400]

  /PageSize [612.000 792.000]

>> setpagedevice





